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MYODAQ ACQUISITION
Data acquisition software for DMT wire myograph & organ bath systems

MyoDAQ Acquisition is DMT’s streamlined data acquisition software for myograph and organ bath experiments.

Designed around the way tissue physiology data is actually collected, MyoDAQ keeps the workflow focused on

the essentials: recording, viewing, marking, selecting, analyzing and exporting contractile force data.

The software automatically recognizes compatible DMT interface units and creates the relevant channels for

the connected system. Users can configure force range, force or tension display, sampling rate and digital

filtering directly in an intuitive acquisition environment, reducing setup time for both routine experiments and

teaching workflows.

During acquisition, markers can be added directly to one or multiple channels. In viewing mode, users can

zoom, scroll, adjust force scaling and create unlimited selections on single or multiple traces. Selected regions

can be added to the Data Sheet, where key values – mean, standard deviation, maximum, minimum and slope

– are calculated and remain linked to the original trace for easy review and adjustment.

MyoDAQ is built with simplicity in mind: users pay only for the functionality needed for myography, with

preconfigured setting files and automatic software updates keeping the system ready to use. Optional

MyoPULSE integration with DMT CS4+ and CS8 stimulators can add stimulation markers automatically.

WHY CHOOSE MYODAQ

1 Purpose-built for DMT
systems

No unnecessary DAQ complexity,
only the tools myography needs.

2 Smart device recognition

Automatically detects DMT
interfaces and configures
channels.

3 Preconfigured settings

Ready-to-use setup files reduce
time spent on configuration.

4 Selections & Data Sheet

Mean, SD, max, min and slope
calculated automatically and
linked to source traces.

5 Automatic software
updates

Stay current without manual
reinstalls.

6 Affordable, focused
pricing

Pay only for the functionality
needed for myography.

Purpose-built for DMT systems – designed
specifically for DMT wire myographs and organ bath
interfaces.

•

Smart device recognition – automatically detects
compatible DMT interfaces and configures channels.

•

Streamlined workflow – record, mark, select, analyze
and export without unnecessary complexity.

•

Selections & Data Sheet tools – calculate mean, SD,
max, min and slope on any selected trace region.

•
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MYODAQ ACQUISITION
Acquisition & analysis workflow

ACQUISITION & ANALYSIS WORKFLOW

MyoDAQ takes a connected DMT interface from device recognition through recording, marking and export in one
streamlined environment.

Recording Viewing & analysis

APPLICATIONS

Built for DMT wire myograph and organ bath users who need reliable acquisition without unnecessary DAQ
complexity.

Wire myograph studies

Ring contraction and vasoactive response recording.

Organ bath experiments

Muscle strip twitch and tension measurement.

Dose-response workflows

Track concentration-response data across channels.

Teaching & routine use

Simple enough for both training labs and daily
research.

Compatible with

DMT wire myograph systems DMT organ bath systems MyoPULSE (CS4+ / CS8 stimulators)

Smart detection of compatible DMT interface units

Configurable force range, sampling rate & digital
filtering

Force (mN) or tension (mN/mm) trace display

Markers added to single or multiple channels during
acquisition

Zoom, scroll and adjust force scaling on any trace

Unlimited selections on single or multiple channels

Data Sheet calculates mean, SD, max, min and
slope

Selections remain linked to the original trace for
review
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MYODAQ ACQUISITION
Key specifications & getting started

KEY SPECIFICATIONS

SOFTWARE

Purpose-built for DMT wire myographs & organ bath systems

Trial Free trial version available

Pricing model Pay only for myography-specific functionality

Updates Automatic

COMPUTER

REQUIREMENTS

Operating system Windows 10 Pro 64-bit or later

CPU Intel / AMD i7 core or later

RAM 8 GB

USB 2.0 or later

Screen resolution 1680×1050 (recommended)

INTERFACE

REQUIREMENTS

Firmware version 3.23 or later

Device detection Automatic

EXPORT &

INTEGRATION

Export formats CSV / Excel-compatible

Data Sheet metrics Mean, SD, max, min, slope

Optional integration MyoPULSE with CS4+ / CS8 (auto stim markers)

GETTING STARTED

MyoDAQ installs quickly on a compatible lab computer and auto-detects your connected DMT interface.

INSTALLATION

Run the installer from the
supplied USB or download it from
dmt.dk, connect the DMT
interface via USB and power it on
– MyoDAQ auto-detects
compatible interfaces and
creates channels.

LICENSING

Enter the license code provided
with your purchase on first
launch, or request a free trial
version to evaluate before
buying.

SUPPORT & UPGRADES

MyoDAQ checks for updates
automatically on launch. Contact
DMT if your interface firmware is
older than v3.23.
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